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UltraZed-EG SOM 
Product Change Notification PCN21009 

December 21, 2021 

Products Affected:  
AES-ZU3EG-1-SOM-G 
AES-ZU3EG-1-SOM-I-G       

Subject(s):  
1. C67 added and R114 value adjusted 
2. PMIC file update 
3. Heatsink/fan assembly updated to Heatsink 3-101011UBFA 

 
Change Description 1: Capacitor C67 was added to the design, and the R114 resistance value 
was adjusted. 
 
Reason for Change: A specification change to the Infineon PMICs required an RC delay to be 
added to the PMIC enables. Please see the following for more information: 
https://community.element14.com/technologies/power-management/b/blog/posts/irps5401-
pmic-cold-start-spec-change 
 
Change Description 2: The programming files for U19 and U20 were updated. 
 
Reason for Change: A specification change to the Infineon PMICs required additional delay for 
the enable signal. This was partially incorporated with changes to the PMIC programming. 
 
Change Description 3: The heatsink included in the kit has been updated to Cool Innovations 
3-101011UBFA, replacing the previous Heat Sink / Fan Assembly. 
 
Reason for Change: The 3-101011UBFA heatsink has a height of 1.1” (27.9mm), which 
provides better thermal relief than the previously included heatsink (3-101002UBFA) at 0.20” 
(5.1mm) height. Additionally, the previously included Sunon MC25100V1-000U-A99 fan’s 
temperature rating of -10 to +70 deg C did not satisfy the full industrial temperature range of -40 
to +85 deg C. 
 
Products Affected: This PCN affects the part numbers listed above produced in 2022 and later as well as 
any Semi-custom boards built on the same PCBs. An affected product may be easily identified by identifying 
the 1.1” (27.9mm) heatsink included in the kit as opposed to the 0.2” (5.1mm) heatsink with fan, as shown 
in the photos on the next page. 

 

Further Questions? Contact your local Avnet Sales office. 

https://community.element14.com/technologies/power-management/b/blog/posts/irps5401-pmic-cold-start-spec-change
https://community.element14.com/technologies/power-management/b/blog/posts/irps5401-pmic-cold-start-spec-change
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Figure 1 – UltraZed-EG with Old Style Heatsink and Fan 

 

 
Figure 2 – New Heatsink with Height = 1.1” 


