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Recommended PCB Layout
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90° R/A Header

Voltage Rating: 250V/AC
Current Rating: 3A

Withstanding Voltage: 1000V/AC

Contact Resistance: 30mQ Max.
Insulation Resistance: 1000MQ Min.
Wire Range: AWG #22~28

Insulator Material:

uL94v-0

Operating Temperature: -40°C to +105°C
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWFB212-CA1FB 04-22 PA46 Tape&Reel
02 Housing GWF142-HA 02-20 PA66 PE Bag
Wire side
03 Crimp GRF146-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.00mm pitch {4

» GWFA213-CA1FB Greenconn>

. 8 Voltage Rating: 250V/AC
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&9‘ e ' Withstanding Voltage: 1000V/AC
Contact Resistance: 30mQ Max.

Recommended PCB Layout
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWFA213-CA1FB 04-22 PA46 Tape&Reel
Wire <id 02 Housing / GWF142-HA 02-20 PAG6 PE Bag
ire side
03 Crimp / GRF146-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.00mm pitch

» GWFC202-CA1FZ
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Recommended PCB Layout
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Voltage Rating: 250V/AC

Current Rating: 3A

Withstanding Voltage: 1000V/AC

Contact Resistance: 30mSQ Max.
Insulation Resistance: 1000MQ Min.

Wire Range: AWG #22~28

Insulator Material: UL94V-0

Operating Temperature: -40°C to +105°C

Housing

Crimp
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWFC202-CA1FZ 02-20. 30 PA46 Tape&Reel
02 Housing GWF142-HA 02-20 PA66 PE Bag
Wire side
03 Crimp GRF146-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.00mm pitch {4

» GWFD112-CA1CB Gireenconn»
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\ . o Voltage Rating: 125V/AC
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o (‘ ¢ iﬁ %F Current Rating: 2A
11.50] . q

‘ | | Withstanding Voltage: 500V/AC
LT Contact Resistance: 20mQ Max.
Recommended PCB Layout ) ) )
Insulation Resistance: 1000MQ Min.
255 Wire Range: AWG #24~28
Ciruit 1\{[@_ o Insulator Material: UL94V-0
A Operating Temperature: -40°C to +105°C
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWFD112-CA1CB 02 PAST Tape&Reel
L 02 Housing / GHH261-HA 02-20 PA66 PE Bag
Wire side -
03 Crimp / GRF149-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGB102-CA8S05EZ GRreenconn»

Voltage Rating: 250V/AC
2.5Q = *.7
L} | ® & @ %ﬂs\ Current Rating: 3A
Withstanding Voltage: 1000V/AC
o Contact Resistance: 10mQ Max.
Recommended PCB Layout . . .
Insulation Resistance: 1000MQ Min.
5 02 50 | 7.50 i 0 ~
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWGB102-CA805EZ 02-16 PA66 Tape&Reel
02 Housing / GFG041-HA 02-16 PAG6 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGC103-CA1CZ Gireenconn»

Voltage Rating: 250V/AC
Current Rating: 3A
Withstanding Voltage: 800V/AC
Contact Resistance: 10mQ Max.

Recommended PCB Layout . . .
PIN 0.64 SQ Insulation Resistance: 1000MQ Min.

PNOV ’gf Dimensions Information
0 300 B A0 MY Wire Range: AWG #22~28
03 5.00 0.00 2.50
R T T Insulator Material: UL94V-0
06 2.50 7.50 | 20.00
I BB e Operating Temperature: -40°C to +105°C
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWGC103-CA1CZ 02-16 PA9ST Tape&Reel
02 Housing / GFG041-HA 02-16 PA66 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGD105-CA1CZ Gireenconn»

Voltage Rating: 250V/AC

Current Rating: 3A

Withstanding Voltage: 800V/AC
Contact Resistance: 10mQ Max.
Insulation Resistance: 1000MQ Min.

Recommended PCB Layout

No. of | Dimensions Information

Wk e Wire Range: AWG #22~28
03 5.00 0.00 2.50
R T T Insulator Material: UL94V-0
06 2.50 7.50 | 20.00

R B e Operating Temperature: -40°C to +105°C
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWGD105-CA1CZ 02-16 PAST Tape&Reel
02 Housing / GFG041-HA 02-16 PA66 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGA114-CA802EZ Greenconns

Voltage Rating: 250V/AC

2.5040.05

45 Q
XXXXXXS%S* /f Current Rating: 3A
22h © @%@ Withstanding Voltage: 800V/AC

Contact Resistance: 10mQ Max.

Recommended PCB Layout . . .
Insulation Resistance: 1000MQ Min.
No. of |Dimensions Information
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H .
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWGA114-CA802EZ 02-17 PA66 Tape&Reel
02 Housing / GFG041-HA 02-16 PA66 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGC104-CA2CB GRreenconn»

Voltage Rating: 250V/AC

Current Rating: 3A

Withstanding Voltage: 800V/AC
Contact Resistance: 10mQ Max.

m T Insulation Resistance: 1000MQ Min.

f*\ R R T Wire Range: AWG #22~28
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Recommended PCB Layout
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWGC104-CA2CB 02-16 PA9ST Tape&Reel
02 Housing / GHG421-HA 02-16 PA66 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGD105-CA2CB Greenconn»

Voltage Rating: 250V/AC
Current Rating: 3A
Withstanding Voltage: 800V/AC
Contact Resistance: 10mQ Max.

Recommended PCB Layout

A0 o T Dimersors Tormalon Insulation Resistance: 1000MQ Min.
X - Pins/Row| A B ©
5T so0 1o T12%0 Wire Range: AWG #22~28
1.2040.20 04 7.5 2.50 g .EIO )
T ivss T T a0 Insulator Material: UL94V-0
07 .00 20.00 )|

0
0
e Operating Temperature: -40°C to +105°C
)0
0

0 .

0 20.00 | 25.00
1

1

1

30.00 | 35.00 37.50
32.50 | 37.50 40.00
5 35.00 | 40.00 42.50
6 37.50 | 42.50 45.00

[ECE 'IJI— A Request Quotation

90° SMT HEADER (01)

Housing Crimp

+
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o
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0 |—| o 4,00+0.20
(PEEEEE)
[ No. of Toimension informatin]
% sig -~ 1 02 .
Ty R - H=
03 5.00 9.30 L)
B£0.25 04 7.50 11.80
| 05 | 10.00 | 14.30
06 12.50 | 16.80
{ J 07 15.00 | 19.30 N 0
08 | 17.50 | 21.80 s N
09 | 20.00 | 24.30 1 1.85+0 ’lg :ti
10 | 2250 | 26.80 s d
11 | 25.00 | 29.30 gﬂ # =3 9
12| 2750 | 31.80 S 7 N
20 47.50 | 59.30 e — op I I
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWGD105-CA2CB 02-16 PAST Tape&Reel
02 Housing / GHG421-HA 02-16 PAG6 PE Bag
Wire side
03 Crimp / GRG115-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGD106-CA1CB Greenconn»

Voltage Rating: 250V/AC

Current Rating: 3A

Withstanding Voltage: 1000V/AC
Contact Resistance: 20mQ Max.
Insulation Resistance: 1000MQ Min.

Recommended PCB Layout

No. of Dimension Information

Pin;/zRow 555 [ 780 [16.00 [ .25 Wire Range: AWG #22~28
3 5.00 |1 10.00|12.50 [ 10.70
04 7.50 112.50]15.00 [ 13.20 H .
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o7 |15.20.20.60, 2250, 20.70 Operating Temperature: -25°C to +105°C
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3 [30.00 | 35.00 | 37.50] 35.70
32.50 | 37.50 | 40.00 | 38.20
5 ]35.00 | 40.00 | 42.50 | 40.70
16 [37.50 | 42.50 | 45.00] 43.20
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JOLIOE &R
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d 1 | | 1
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Hodbooooog o
g AL _iA
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[l‘ I 1 '|J N
| C+0.30 | Pm/ .gzw Dimensions_Information a
02 2‘20 5‘55 7.(2:5 I"_“% 3 3 g!
03 |5.00 [8.25(9.75 - - F
r@@@@@@@@@@‘_l 04_|7.50 [10.75[12.25| ’7*—\ o L 9 g
05 |10.00[13.25[14.75| [jJ S o H
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Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWGD106-CA1CB 02-16 PAST Tape&Reel
02 Housing / GHG411-HA 02-12 PAGG PE Bag
Wire side
03 Crimp / GRG132-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.50mm pitch {4

» GWGC105-CA1CB Gireenconn»

Voltage Rating: 250V/AC

Current Rating: 3A

Withstanding Voltage: 1000V/AC
Contact Resistance: 20mS Max.
Insulation Resistance: 1000MQ Min.

Recommended PCB Layout

No. of | Dimension Information

Pins/Row[ A B © D - .
02 [ 2.50]7.50[10.00] 6.00 Wire Range: AWG #22~28
03 [5.00[10.00[12.50] 8.50 )
04 17.50112.50115.00111.00 Insulator Material: UL94V-0

05 |10.00[15.00 [17.50|13.50

15 |35.00]40.00(42.50(38.50

| % Request Quotation

Assembly Loyout  180° SMT Header

ci025 e |06 [12.50[17.50(20.00]16.00 .
ylclE=wtonied [ —o7 i500126-00[22 50[15.50 Operating Temperature: -25°C to +105°C
)N S 1 5 I 1 08 ]17.5022.50]25.00(21.00
09 _[20.00]25.00[27.50[23.50
10 [22.50[27.50]30.00[26.00
. B 11_[25.00[30.00[32.50[28.50
| | 12 [27.50[32.50[35.00(31.00
— 13 130.00[35.00[37.50(33.50
Er 14_[32.50[37.50[40.00[36.00
B+0.25
16 [37.50[42.50[45.00[41.00
~ U

Housing Crimp
4.00+0.15 fg:})j\‘ A\

j_CI_ ! | | ' Q
T T T 1 X
) ) & S
ACIREOTE N
4.65+0.2 Q : i = )
o i I I i
7.70£0.4 § ck | te |
B+0.30 !
N oL == == 0.20+0.02
HooooooaEd| o
H Al fa
T 1 e N
.l C+0.30 JI Pm/ ’gzw mmAaum ;wonnalclon I 1 8550.1 u% N
S tesotenral || | 1.80£0.3 @ 3
r@@@@@@@@@@ 04 _|7.50 [10.75[12.25 ’7*—\ o L Pl 3
05 |10.00[13.25[14.75| [] S o g
o T 06 _[12.50[15.75[17.25] H Q
X .2519.75] Q) L i
F— oinmeas | L D 3 :
2.50+0.10 09_[20.00123.25[24.75) 0.6520.05 B-B
22.50125.7527. . .
A£0.25 :‘1) 25.0028.2
12 [27.50130.75|32.2: A_A
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWGC105-CA1CB 02-16 PAST Tape&Reel
Wire <id 02 Housing / GHG411-HA 02-12 PA66 PE Bag
ire side
03 Crimp / GRG132-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.54mm pitch {4

» GWHA103-CA21EB Greenconn»

,\\\\\\\ ll . Voltage Rating: 250V/AC
\ ”«ll““‘ ' oz Q&&' Current Rating: 3A
. OO Withstanding Voltage: 1000V/AC

Contact Resistance: 20mQ Max.

Recommended PCB Layout . . .
Insulation Resistance: 1000MQ Min.

CiI’CUit 1 No. of Dimension Information
e T Wire Range: AWG #22~30
03 5.0 5.08 7.62
%[ o.16 | To15 7270 Insulator Material: UL94V-0
% 06 | 12.70 .70 24
8 e e e Operating Temperature: -25°C to +85°C
09 | 2032 | 2032 | 22.86 |
10 2.8 22.8 25.40
1 .40 | 25.40 27.94
12 .94 27.94 30.48
13 30.48 30.48 33.02_|
14 33.0: 33.0: 35.5

15 35.5 35.5 38.10

14.00£0.3

180° SIT Header
Housing

PR Y L L 1500025,
‘ L Y . . -
-
- -
L. 6.0+0.25 |
Circult 1
No. of | Dimensjons Information
Pins/Row A B C
02 2.54 4.5? 5.74
s 7 MR o
05 0.16 2.20 3.36 3
06 2.70 4.74 5.90 0 g
07 5.24 7.28 8.44 B o)
08 7.78 9.82 0.98 = j’ N
09 0.32 2.36 3.52 17003 G H
4| 0 22.86 4.90 26.06 - )|
1 25.40 7.44 28.60
[E] [E] [E] [E] [E] [U 2 27.94 29.98 31.44 &'
3 30.84 32.52 33.68 3.1£0.2
4 33.02 35.08 36.72 -
5 35.5 37.60 3876 A-A |3.6040.25 |
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWHA103-CA21EB 02-15 PAST Tape&Reel
02 Housing / GHH291-HA 02-15 PAST PE Bag
Wire side
03 Crimp / GRH154-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.54mm pitch {4

» GWHB121-CA2EB Greenconn>

. sonaial S Voltage Rating: 250V/AC
3 A%0.2 & .
¥ 2.54+0.10 N Current Rating: 3A

D —p—p—P—p-4 Withstanding Voltage: 1000V/AC
Contact Resistance: 20mQ Max.
A£0.2 Recommended PCB Layout . . .
[T 2stz010 ] Insulation Resistance: 1000MQ Min.
A A A A A A No. of Dimension Information
P s oo |55 Wire Range: AWG #22~30
03 5.0i 5.08 7.62
& 046 w016 [ 1270 Insulator Material: UL94V-0
b 06 12.70 .70 .24
T Tl 205 Operating Temperature: -25°C to +85°C
09 0.32_| 20.32 | 22.86 |
10 2.8 22.8 25.40
1 .40 | 25.40 | 27.94
12 .94 27.94 30.48
13 30.48 30.48 33.02_|
14 33.0: 33.0: 35.5

15 35.5 35.5 38.10

C+£0.3

14.00+0.2
5.80£0.2

8- —iF —i—H— -
[ |
B£0.20

90° R/A Header
Housing

PR Y L L 1500025,
‘ L Y . . -
- ==
-
L. 6.0+0.25 |
Circult 1
No. of | Dimensjons Information
Pins/Row A B C
02 2.54 4.5? 5.74
s 7 MR o
05 0.16 2.20 3.36 3
06 2.70 4.74 5.90 0 g
07 5.24 7.28 8.44 B o)
08 7.78 9.82 0.98 = j’ N
09 0.32 2.36 3.52 17003 G H
4| 0 22.86 4.90 26.06 - Irs]
1 25.40 7.44 28.60
[E] m [E] [E] m [{] 2 27.94 29.98 31.44 &'
3 30.84 32.52 33.68 3.1£0.2
4 33.02 35.08 36.72 -
5 35.5 37.60 3876 A-A |3.6040.25 |
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWHB121-CA2EB 02-15 PA9ST Tape&Reel
02 Housing / GHH291-HA 02-15 PAST PE Bag
Wire side
03 Crimp / GRH154-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.54mm pitch {4

» GWHB121-CA3EB Greenconn»

o Voltage Rating: 250V/AC
s
2,521‘8;30 ‘ ;.»“’9 Current Rating: 3A

{}—E)—QD—G]B—EB—% Withstanding Voltage: 1000V/AC

Contact Resistance: 20mQ Max.

PG Recommended PCB Layout . . .
e o b Insulation Resistance: 1000MQ Min.
No. of Dimension Information
[ TRl e e o Wire Range: AWG #22~30
T EETEE _
o . o 7:;2«— 170323 105 Insulator Material: UL94V-0
$ === 1= i 0 ‘:24 :24 :78 .
N | 08 [17.78 1778 [ 203 Operating Temperature: -25°C to +85°C
M) p 09 20.32 20.32 22.86
Circuit 1-/ 0 [ 2286 | 2286 | 25.40
25.40 | 25.40 | 27.94
b\ v oW W W W 27.94 | 27.94 | 30.48
30.48 30.48 33.02
4 | 3302 | 3302 | 3556
15 35.56 | 3556 | 38.10
(GO
3 B S
5 3 g
- — i — B — -8 | S E &
& B frs (| EEz \-Housing
| B+0.20 | 5

6440.0

90° R/A Header
Housing

[ 6.0£0.25 |
Circult 1
No. of | Dimensions Information
Pins/Row A
02 2.54 4.58 5.74
= o = .
05 0.16 2.20 3.36 — >
06 2.70 4.74 5.90 0 §
07 24 7.28 8.44 B o)
08 78 9.82 0.98 < j’ N
09 20.32 2.36 3.52 170203 Q <9
H| 0 22.86 4.90 26.06 i o
1 25.40 7.44 28.60
2 27.94 29.98 31.44 T
[u [u [u [u [u [U 3 30.84 | 3252 | 3368 i Z 31402
4 33.02 35.06 36.72 -
5 35.56 | 37.60 38.76 A-A | 3.60+0.25 |
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWHB121-CA3EB 02-15 PA9ST Tape&Reel
- 02 Housing / GHH291-HA 02-15 PAST PE Bag
Wire side -
03 Crimp / GRH154-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




2.54mm pitch {4

» GWHA120-CB1EB @GRreenconn»

\\ Specifications:
\\ _ .62 Voltage Rating: 250V/AC

W | =
N H .
; & by {B ) Current Rating: 3A
‘ PIN 4~ 4 PIN I% . . .
Q & % Withstanding Voltage: 1000V/AC
ﬂ/:é)

Contact Resistance: 20mQ Max.
Recommended PCB Layout . . .
2624025 Insulation Resistance: 1000MQ Min.

A
il a4 Wire Range: AWG #22~30
I I:I:I g |
/: :;:;: 4004 Insulator Material: UL94V-0
I e e :] I Operating Temperature: -25°C to +85°C
T L
g <
T ¢1$.oo v 3 254 i
s
2 g
o‘——l&lﬂl-ﬁl W 3
) nau =

180° S/T Header

Housing

N

-
‘«
e

L. 6.0+0.25 |
I I I I I I
Z..iA_L_._ Circult 1
A20.15 No. of | Dimensions Information
Pins/Row A
02 2.54 4.58 5.74
csan R e S
05 0.16 2.20 3.36 — b=
06 2.70 4.74 5.90 0 §
07 .24 7.28 8.44 B o)
08 7.78 9.82 0.98 $
09 20.32 2.36 3.52 170203 Q %ﬁw
H| 0 22.86 4.90 26.06 i o
1 25.40 7.44 28.60
2 27.94 29.98 31.44 T
3 30.84 | 3252 | 3368 i Z 31402
[u [u [E] [u [u [U 4 33.02 35.06 36.72 -
5 3556 | 37.60 | 38.76 A-A | 3.604£0.25 |
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWHA120-CB1EB 02-15 PAST Tape&Reel
- 02 Housing / GHH291-HA 02-15 PAST PE Bag
Wire side -
03 Crimp / GRH154-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.00mm pitch

» GWZC201-CA5CB

<

@Rreenconn»

Voltage Rating: 250V/AC

Current Rating: 5A

Withstanding Voltage: 1000V/AC
Contact Resistance: 10mQ Max.
Insulation Resistance: 1000MQ Min.

Recommended PCB Layout

(= ][=]

No. of

Dimension_Information

Pins/Row| A

0.00

6.65

3.00

9.65

6.00

2.65

9.00

5.65

12.00

8.65

: Wire Range: AWG #20~24
Insulator Material: UL94V-0

[22]o.15

| =

15.00
18.00
21.00
24.00
0 [27.00
1_[30.00
33.00

ﬁl‘gg Operating Temperature: -25°C to +85°C
27.65
30.65
33.65
36.65
39.65

10.00
(o]
©

. 1.40

7.36

L |_E
i
=5

awadi il

3.00
wan)|

180° SMT Header
Housing

9.15+0.3 6.00 - ,_’.n/_,_\(
( s % L. ) -
/ ~ ) g ). -
= g Q?’éﬁq
8.35 fr—
10.88+0.3 2.45+0.20
B+0.25
3.00 0.20+0.03 .
Il
rany fg‘gm )
LS ) ey oy
[ 4 ANYZany| ﬂ
LB geady unjy iun|
8 No. of |Dimensions I 8
" i Sfsl=
A$0.3 E < 05 [9.90 [6.00 3
3.85+0.2 S| g 04_[12.90 [9.00 o =
I < H 05 _[15.90 [12.00 M i
1 v -9 06 _[18.90 [15.00 G 4 |
: — 07 [21.90 [18.00
ﬁﬁﬁﬁ = 08 _[24.90]21.00 2.5540.25, '(; M
L_A 09 _[27.90(24.00 3
TETRERTE ST CIRCUIT 70_[30.90]27.00
11_[33.90[30.00
12 [36.90]33.00 SECTON A sccnon o
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWzC201-CA5CB 01-12 LCP Tape&Reel
02 Housing / GHZ242-HA 02-12 LCP PE Bag
Wire side -
03 Crimp / GRZz1C8-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.00mm pitch {4

» GWZD201-CA4CB Gereenconn»

Voltage Rating: 250V/AC
Current Rating: 5A
Withstanding Voltage: 1000V/AC
Contact Resistance: 10mQ Max.
Recommended PCB Layout ) ) .
Insulation Resistance: 1000MQ Min.
Flo. of |Dimension Information
! Fas/ind_ 2 T B Wire Range: AWG #20~24
RRLALL |
03 [6. . . -
T L Insulator Material: UL94V-0
o 05 [12.00 [18.65 . - 8
= 06 [15.00 [21.65 Operating Temperature: -25°C to +85°C
o 07 [18.00 [24.65
E 08 [21.00]27.65
09 [24.00 [30.65
0 [27.00 [33.65
1_[30.00 | 36.65
2 [33.0039.65
B+0.3 9
A+0.25 =
3.00 {
[
R
4 ==IL J 2 "
9 g L F I HH
o =z 1120 ]
Ao.15
90° SMT Header
Housing Crimp
9.1540.3 6.00 ‘gg ?.'fQ
( rM% g™ -
/ T g
= g =2
8.35 fr—
10.88+0.3 ,2.454+0.20
B+0.25
~|’>~00 0.20+0.03 .
l?mf%tgmé{l
Lo o) o) o) ﬂ
PPy 72 e
s Les)) e Lev f 3
O O
; ["No. of [Bimensions Informatior] =
e o pins/Rol A | B =ik
o e ==
A+0.3 H o o 500 (a0 ¥
385402 5 § 04 _[12.909.00 5 =
— - o 05 [15.90]12.00 2 pEfts
v N 06 [18.90 [15.00 G | |
™ — 07_[21.90 [18.00 I=
THEITERT L. epsselas] || 2sm0zn I
FREATATE ST CIRCUIT 70_[30.90[27.00 i
11_[33.90]30.00
12 136.90[33.00 SECTION A—A SECTION B-8
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWzD201-CA4CB 01-12 LCP Tape&Reel
02 Housing / GHZ242-HA 02-12 LCP PE Bag
Wire side
03 Crimp / GRZz1C8-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.00mm pitch {4

» GWZB206-CB1EZ Greenconn>

Voltage Rating: 250V/AC
Current Rating: 5A

Withstanding Voltage: 1500V/AC
Contact Resistance: 30mQ Max.

Recommended PCB Layout

YCircuig 2. Insulation Resistance: 1000MQ Min.
TCIFCUIt 1 No. of [Dimensionformation
. Lt Wire Range: AWG #20~24

02 [ 3.00 | 9.65

03 [6.00 [12.65 Insulator Material: UL94V-0

04 [9.00 [15.65
05 [12.00[18.65 .
06 [15.00 [21.65 Operating Temperature: -25°C to +85°C
07 [18.00 [24.65
08 [21.00[27.65
09 [24.00 [ 30.65
0 [27.00]33.65
1 [30.00 [ 36.65
2 [33.00]39.65

|-7.35+0.2+
CT I ]
J—'EL"_J Request Quotation
|-—‘-3‘2:l:0.25

o
o
+H
<
"

90° R/A Header

- dee
16.95;’48 &‘/\r*

o —A

SECTION C—-C

8.05

8.30
W

o
a

H H H H II h’ gl = e = a
Pina/R A B =
B33 o1 5.40 H
02 | 300 | 840 &
+0.35 i
A-0:35 03 | 6.00 [ 11.40 B3

B C B 04 | 9.00 | 14.40
05 | 1200 | 17.40 1 15+008
[ 3‘0;;‘ | 06 | 15.00 | 20.40
LD " 07 | 1800 | 23.40 1.1240.02
| ﬁﬁﬁ s i 08 | 21.00 | 26.40 o
ﬁﬁmmmmmﬁﬁmﬁﬁ Ill 09 | 24.00 | 29.40 @
T

0.553:

D-D

10 | 27.00 | 32.40
11 | 30.00 | 3540 ) ﬁ
C —b{ 12 | 33.00 | 38.40

Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWzZB206-CB1EZ 01-12 LCP Tape&Reel
02 Housing / GHZ262-HA 01-12 LCP PE Bag
Wire side
03 Crimp / GRz1D1-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.50mm pitch

<

» GWZD121-CA1DS reenconn
B | : Voltage Rating: 1400V/AC
: i ' Current Rating: 3A
\ N . .
<N Withstanding Voltage: 3800V/AC
Contact Resistance: 30mQ Max.
e Recommended PCE Layout Insulation Resistance: 1000MQ Min
: .
gl Ig Wire Range: AWG #24~28
n Insulator Material: UL94V-0
ﬁ Operating Temperature: -25°C to +85°C
il \Dm E
| :
2.2+0.15 L
®
35508] | \gieut 1 —”_- ]
5.9+0.1
QMT Header
H@hg Crimp
/F@A&(i\
L {} L (A
/ i ) TN
Q g &'\’!g’*’"\
A | A 0.2040.05 g:—‘:r@‘* -
JETT,
I
Zg: 2.6 c_' m Lc
_I_I E D |
L E} I A=A
g 1 B 3
iy 43 :
=il B
i L l_ B = Lxmu;@
7.5+0.3 3.20 H
1.15+0.15 e
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWzD121-CA1DS 02 PAST Tape&Reel
- 02 Housing / GHZ251-HA 02 PA66 PE Bag
Wire side
03 Crimp / GRZ1C9-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.96mm pitch {4

» GWJB110-CA2EB Greenconns

Voltage Rating: 250V/AC

AN A A A Current Rating: 7A
i \JS.QGi\lJIjO hd 1
£20.20 Withstanding Voltage: 1500V/AC
Contact Resistance: 10m{ Max.
Recommended PCB Layout . . .
Insulation Resistance: 1000MQ Min.
No. of | Dimension Information
Pins/Row| A B c i . ~
N Wire Range: AWG #21~18
03 . 8.96 e
e Insulator Material: UL94V-0
~circuit 1fg] 05 [15.84[16.88[19.82 .
206 [19.80]20.84[23.78 Operating Temperature: -25°C to +85°C
€+0.30 N1 07 123.76(24.80(27.74
+ \ 08 |27.72(28.76(31.70
| 09 [31.68]32.72(35.66
. 10 [35.64[36.68]39.62
J 11 [39.60(40.64]43.58
—— - — 12 143.56|44.60(|47.54
13 [47.52148.56(51.50
52.52155.46

1141002&025* — 14 151.48
VN m m fﬁ 9.35+0.25
I I
|
‘ i
i B2030 | 90° R/A Header

Housing

6.60+0.25
8.30+0.25

DIM.B£0.3

Il E 1 ircuit 1 v L v j L, 025
EI EI 2 A A o
lalallzE . 3
1 4 5 L Pins/Row A B §
A&J 02 396 7.92 psosons
03 7.92 | 11.88 ]
DIMA£0.25 - 04 | 11.88 15.84 \E
05 [ 15.84 | 19.80
06 | 19.80 | 23.76 [ ] g
07 23.76 | 27.72
08 [ 27.72| 31.68
09 [ 31.68 | 35.64 AA
10 35.64 | 39.60
11| 39.60 | 43.56 B-B
12 | 43.56 | 47.52
230 13 | 47.52]51.48
14| 51.48]55.44 o-¢
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWJB110-CA2EB 02-14 PAG6 Tape&Reel
02 Housing / GWJ111-HA 02-14 PAG6 PE Bag
Wire side
03 Crimp / GRJ108-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.96mm pitch {4

» GWJB110-CA1EB Greenconns

v
) L S N o Voltage Rating: 250V/AC
r"r“ "L AN AN AN A A & )
raldl % % N % Current Rating: 7A
g™ e _ e
v Withstanding Voltage: 1500V/AC
Contact Resistance: 10mQ Max.
AL0.25 Recommended PCB Layout ) ) )
1142008 Insulation Resistance: 1000MQ Min.
No. of | Dimension Information
Pins/Row| A i . ~
5 os 5‘30 70;4 Wire Range: AWG #21~18
%% S e Insulator Material: UL94V-0
s 05 [15.84[16.88]19.82 .
06 [19.80(20.84[23.78 Operating Temperature: -25°C to +85°C

07 123.76124.80(27.74
08 |27.72|28.76(31.70
09 [31.68|32.72(35.66
10 [35.64[36.68|39.62

11 139.60]40.64[43.58
12 143.56|44.60|47.54
14.4040.3 13 [47.52|48.56(51.50
14 [51.48[52.52|55.46

7.30+0.2

;;* ; 90° R/A Header

Housing Crimp

- (o o e 1 N

|

|

i

L

L
£0F09%

Request Quotation

C+0.3

== sl [E5 I8
Il E 1 ircuit 1 v L v j L, 025
EI EI 2 A A o
lalallzE . 3
1 4 5 L Pins/Row A B §
A&J 02 3.96 | 7.92 psosons
03 7.9211.88 ]
DIMA%0.25 - 04 | 11.88 | 15.84 \E
05 | 15.84 | 19.80
06 | 19.80 | 23.76 [ ] g
07 23.76 | 27.72
08 | 27.72]31.68
09 | 31.68 | 35.64 AA
10 35.64 | 39.60
11| 39.60 | 43.56 B-B
12| 43.56 | 47.52
230 13 | 4752 51.48
14 | 51.48 | 55.44 o-¢
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWJB110-CA1EB 02-14 PAG6 Tape&Reel
02 Housing / GWJ111-HA 02-14 PAG6 PE Bag
Wire side
03 Crimp / GRJ108-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.96mm pitch

<

€Rreenconn»

» GWJA102-CA27EB

C+0.30

Recommended PCB Layout

i
.3
*
T
: 3

.610.25

No. of

Dimension_Information

Pins/Row| A

B

02 3.96

5.00

7.94

7.92

8.96

11.90

11.88

2.92

15.86

15.84

6.88

19.82

19.80

20.84

23.78

23.76

24.80

27.74

27.72

28.76

31.70

31.68

32.72

35.66

35.64

36.68

39.62

11 [39.60

40.64

43.58

43.56

4.60

47.54

47.52

51.50

51.48

4
48.56
52.52

55.46

£

|

\ \ ) ¥ S i ( Voltage Rating: 250V/AC
. i\,*' ¢ " AN AN AN A A Current Rating: 7A
ii& g I A s . .
_ ,_J% Withstanding Voltage: 1500V/AC

Contact Resistance: 10mQ Max.

Insulation Resistance: 1000MQ Min.
g Wire Range: AWG #21~18
Insulator Material: UL94V-0
Operating Temperature: -25°C to +85°C

Request Quotation

Q

3.50+0.3

180° SIT Header

Housing Crimp
1
SN
P‘f}\
- 5 D D 45 2 Dy,
- — 5 SN
9 9 [ 2 N
S5 st [B5 i
Il E 1 ircuit 1 v L v j L, 025
EI EI 2 A A o
lalallzE . 3
1 4 5 L Pins/Row A B §
02 3.96 | 7.92
03 7.9211.88 r—m
DIMA£0.25 - 04 | 11.88 | 15.84 \E
05 | 15.84 | 19.80
06 | 19.80 | 23.76 [ ] g
07 23.76 | 27.72
08 | 27.72] 31.68
09 | 31.68 | 35.64 AA
10 35.64 | 39.60
11| 39.60 | 43.56 B-B
12 | 43.56 | 47.52
230 13 | 47.52]51.48
14| 51.48] 55.44 c-C
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWJA102-CA27EB 02-14 PA66 Tape&Reel
02 Housing / GWJ111-HA 02-14 PA66 PE Bag
Wire side
03 Crimp GRJ108-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.96mm pitch

<

Gireenconn»
» GWJD101-CA1DB
DIM. A - gu - .
Do i Specifications:
b= @ @ o
T—“_m Voltage Rating: 250V/AC
. SUPHE- Current Rating: 7A
¢ Withstanding Voltage: 1500V/AC
1K .
o Contact Resistance: 10mQ Max.
Recommended PCB Layout . . .
DM, At02— Insulation Resistance: 1000MQ Min.
—13.960.1— o 1.14£0.03 NO./R?f Dinemnsion Information
. Pins/Row . .
H :L A i Wire Range: AWG #21~18
I 03 7.92 | 15.84 | 12.56 )
A 04 [11.88[19.80]16.52 Insulator Material: UL94V-0
3 osTiaa0 57 72 24 48
o g 07 [ 25.76 | 31.68 | 28.40 Operating Temperature: -25°C to +85°C
T 08 27.72 | 35.64 | 32.36
DIM. Bz0.
O O O O % l]_—
| I e Request Quotation
DIM. C0.3: [09P~16P]0.12]WAX]
90° SMT Header
Housing Crimp
=R “’\3
- ‘ i |_: i ci_n_: e (
S5 st [B5 i
A E 0 ircuit 1 Y Y 0.
myiim p al fa
FEEEE -,
1 4 3 L Pins/Row A B §
a0 R AR s
DIMA£0.25 04 | 1.88] 15.8¢ \E
05 15.84 | 19.80
06 19.80 | 23.76 [ L g
07 23.76 | 27.72
08 27.72 | 31.68
09 31.68 | 35.64 A=A
10 35.64 | 39.60
1 39.60 | 43.56 B-B
12 43.56 | 47.52
230 13 | 47.52]51.48
14 51.48 | 55.44 c-C
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° SMT GWJD101-CA1DB 02-08 PAST Tape&Reel
02 Housing / GWJ111-HA 02-14 PAG6 PE Bag
Wire side
03 Crimp / GRJ108-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




3.96mm pitch {4

» GWJC101-CA1DB Greenconn>

Voltage Rating: 250V/AC
Current Rating: 7A

Withstanding Voltage: 1500V/AC
Contact Resistance: 10mSQ Max.

Recommended PCB Layout

o B T Insulation Resistance: 1000MQ Min.
1 3 No. of |Dimension Information
e T B Wire Range: AWG #21~18
e 03 7.92 | 15.84 | 12.5 .
_‘ — { S 04 1186119801 1652 Insulator Material: UL94V-0
06 9.80 | 27.72 | 24.44
3 d .. 1 . o o
—— o7 2576151681 28,40 Operating Temperature: -25°C to +85°C
& 09 | 31.68 | 39.60 | 36.32
10 35.64 | 43.56 | 40.2

ﬂ

01.14£0.05 ~+3.96+ 7 [y I__|
i
| I
= ] g
L
% 2775
DIM. Cxo. resambly Loyout
180° SMT Header
Housing Crimp
- =N )
- ST |_: i ci_n_: de t
S5 st [B5 i
A E 0 ircuit 1 Y Y 0.
[T} ] 3 ab fa y
OEEOD | . -,
1 2 0 L Pins/Row A B 8|
s R AR s i
DIM.A%0.25 o 04 11:88 15:84 E
05 | 15.84 | 19.80
06 | 19.80 | 23.76 [ ] g
07 23.76 | 27.72
08 | 27.72] 31.68
09 | 31.68 | 35.64 AA
10 35.64 | 39.60
11| 39.60 | 43.56 B-B
12 | 43.56 | 47.52
230 13 | 47.52]51.48
14| 51.48] 55.44 c-C
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° SMT GWJC101-CA1DB 02-10 PAST Tape&Reel
Wire sid 02 Housing / GWJ111-HA 02-14 PA66 PE Bag
ire side
03 Crimp / GRJ108-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




4.20mm pitch {4

» GWRB201-CASEB GRreenconn>

4.20£0.10

}{%}{%}4} Voltage Rating: 600V/AC

{%}{%}{%} Current Rating: 9A

Withstanding Voltage: 1500V/AC

s -/
=

g
' $1.80£0.0

; Contact Resistance: 10mQ Max.
Recommended PCB Layout

3/
—

5.50£0.10

= Insulation Resistance: 1000MQ Min.
o 0. of [Dimension i
[ o S O i q .
1 == Wire Range: AWG #18~20
R kd % WA Insulator Material: UL94V-2
B = 04 | 1260 | 18.00 .
> o $$ ) 05 | 16.80 | 22.20 . o o
U U H u} WW\_WM % 1210012640 Operating Temperature: -40°C to +105°C
4;(3::;)(;15 — Circuit 2 38) gg “%
L 37.80 | 43.20
11.40£0.25 42.00 | 47.40
10.00+0.20 46.20 | 51.60
B+0.25 0.40+0.10
2
a8 = 2

m m m m m Request Quotation
LM&

90° R/A Header
Housing Crimp

g5
g ;Jk’ <
| o ’/ //"P ‘\‘\r
B+0.40 = / i\:
J@oory | | ejiﬁ§
7000 2
]_ 3
- o imersion nfarnaton >
’/ — H y o1 5.50 Z“Z
3 02 | 420 | 970
03 8.40 | 13.80
A a E E 04 12.60 | 18.10 l:
s - 05 | 1680 22.30 |]=[ A
2 06 | 21.00 | 26.50
o7 25.20 | 30.70
= = ] 08_| 29.40 | 3490 —
5.50 09| 33.60 | 39.10 3 ©
| 10 37.80 | 43.30 ©
11 42.00 | 47.50
12 46.20 | 51.70
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 90° R/A GWRB201-CA8EB 01-12 PA66 Tape&Reel
02 Housing / GHR232-HA 01-12 PAGG PE Bag
Wire side
03 Crimp / GRR104-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




4.20mm pitch {4

» GWRA208-CA1EZ Greenconn»

4.2040.10

4.20£0.10

Voltage Rating: 600V/AC

T
{%}{b‘{%}{}} Current Rating: 9A

<
€K
LA
OK

C Ve
& ~ {%}{%}{%} Withstanding Voltage: 1500V/AC
$1.80£0.05 .
Contact Resistance: 10mQ Max.
Recommended PCB Layout . . .
- = Insulation Resistance: 1000MQ Min.
/_ Last (,;"'ﬁllt g .No.of Dimension_Information|
N OAE Preffen h e Wire Range: AWG #18~20
S| 02 | 420 [9.60 .
= e e 03 | 840 | 13.80 Insulator Material: UL94V-2
1/ __/ [ o 04 | 12.60 [ 18.00
= 05 16.80 | 22.20 i . [o} o
’Q_, 4.20£0.10 \_CircuiH Ty Operating Temperature: -40°C to +105°C
BOB A} gt Lolmian
09 33.60 | 39.00
B40.95 10 | 37.80 [43.20
11 42.00 |47.40
12 46.20 |51.60

SARAR

PIN 1.10 SQ

180° SIT Header
Housing Crimp

g5
g ;Jk’ <
| g /;/‘;P ‘\;
B+0.40 = / i\:
J@oory | | /;}h
7000 2
]_ 3
- o imersion nfarmaton > L&
— H y o1 5.50 iy
3 02 | 420 | 9.70
03 8.40 | 13.80
A a E E 04 12.60 | 18.10 l:
s - 05 | 1680 22.30 |]=[ A
2 06 | 21.00 | 26.50
o7 25.20 | 30.70
= = ] 08_| 29.40 | 3490 —
5.50 09| 33.60 | 39.10 3 ©
| 10 37.80 | 43.30 ©
11 42.00 | 47.50
12 46.20 | 51.70
Type No. Item Model Drawing No. Pin Material Packing
Board side 01 Header 180° S/T GWRA208-CA1EZ 01-12 PAG6 Tape&Reel
02 Housing / GHR232-HA 01-12 PAGG PE Bag
Wire side
03 Crimp / GRR104-T1 / Phosphor Bronze Paper plates

Due to technical progress, all designs, specifications and components are subject to change without notice.




<

@Rreenconn»

| Asia

Jiangxi / Production Center
+86-797-6635510
= + 86 - 797 - 6635 653

Taipei / Sales & Service
+ 886 -2-2209 1343
*¥r + 886 - 2-2903 0754

| America

Toronto / Direct Sales Office
+1-704- 493 - 1478

: E www.greenconn.com
; sales@greenconn.com

Shenzhen / Sales & Service
+ 86 -755-2707 0050
2 + 84 - 755 - 2707 0056

Nanjing / Direct Sales Office
+86-512-5782 5636
*# +86-512-5031 6595

Kunshan / Sales & Service
+86-512-5782 5636
= +86-512-5031 6595

Chengdu / Direct Sales Office
+ 86 -755-2707 0050
= + 86 - 755 - 2707 0056
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